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Adjusting the Saw Set No. TT 


1. Hold the Saw Set in the normal working 
position. 


2. Release, press and turn the anvil screw 
until the appropriate number on the anvil 
is in alignment with the hammer (fig. 1). 


Note: The numbers on the anvil corres- 
pond with the different number of 
points per inch which are applied to 
hand saws and, therefore, serve as a 
general guide to the positioning of the 
anvil in relation to the hammer of the 
saw set, The final position must be 


Setting the Saw 
4. Always follow saw maker's instructions. 
5, Before proceeding to set all the teeth on 


determined by experience, bearing in 
mind the type of saw being used and 
the nature of the wood to be cut. More- 
over, the depth of set should not be 
more than one-half, and certainly not 
exceed two-thirds of the depth of the 
saw tooth. 

In order to provide improved perform- 
ance, the teeth on many of the present- 
day saws are harder than they were 
previously, When setting a saw of 
this type, it may be necessary for the 
anvil to be positioned at a number 
slightly higher than the number of 
points per inch of the saw. For example, 
when setting a saw with six points per 
inch, the anvil may be positioned (in 
relation to tha hammer) atthe number 7. 


3. Compress the handles of the saw set 


(to enable the anvil to be gripped by the 
bush) and then tighten the anvil screw. 
The saw setis now ready for use. 


the saw, check that the amount of set to 
be appliedis correct by first setting several 
teeth nearest to the handle of the saw. 


Place the head of the saw set over the 
teeth of the saw, and ensure that the tooth 
to be setis directly opposite the hammer, 
of the saw set (fig. 2). NEVER attempt 
to set a tooth in the opposite direction 
to which it was set previously. 
Steadily compress the handles of the 
saw set (making sure that the saw is 
ripped firmly between the anvil and the 
ush), and apply the additional pressure 
that is eauied to activate the hammer 
which sets the tooth of the saw. 
AVOID excessive pressure and any 
movement or leverage of the head of the 
saw set during the setting operation. 
Simply squeeze the handles together, and 
let the saw set do the work. 
Lift the head of the saw set clear of the 
points before moving it to the next tooth, 


PLEASE FOLLOW THESE !NSTRUCTIONS CAREFULLY 


